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Model Code Dosing  
range

Flow rate (l/h)
Max. p. Materials

min. max.

MD Advanced 120 10004012 0.01–20% 0.06 120 4 bar PV/MR





Model Code Dosing Pump
flow rate Max. p. Materials

MD Pro 73	 10003273 0.1-10% 73 l/h 7 bar PV/T/C



Model Code Pipe
connection

Flow rates (l/h)

Qa Min. q Max. q.

20/Altair L kit 17132121 1/2" 4 8 2,500

25/Altair L kit 17132126 3/4" 6 10 4,000

32/Altair L kit 17132132 1" 9 18 6,300

Model Code Pipe
connection

Flow rates (l/h)

Qa Min. q Max. q.

25/Aries L kit 17132026 3/4" 14 50 4,000

32/Auriga L kit 17132033 1" 20 50 6,300

40/Auriga L kit 17132041 1¼" 25 90 10,000



Model Code Dosing
Flow rate
flow rate

(l/h)
Max. p. Materials

MD Acid 4 10002004 0.001–1% 4 7 bar PV/T/C

MD Acid 9 10002009 0.001–1% 9 3 bar PV/T/C
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Model Code Capacity  
in liters Voltage Max.

power (W)

MIXER 75 17052075 75 230 VAC 25

MIXER 125 17052125 125 230 VAC 25

MIXER 260 17052260 260 230 VAC 25

MIXER 75 ECO 17052076 75 230 VAC 25

MIXER 125 ECO 17052126 125 230 VAC 25

MIXER 260 ECO 17052261 260 230 VAC 25



Model Code Dosing Max. p. Pipe
connection

MD ADV SK 120-25 10004212 0.01 – 20% 4 bar 3/4"

MD ADV SK 120-32 10004213 0.01 – 20% 4 bar 1"

MD ADV SK 120-40 10004214 0.01 – 20% 4 bar 1¼"

Model Code Dosing Max. p. Pipe
connection

MD Pro SK 73 10003073 0.1 – 10% 7 bar 3/4”
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